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The Laboratory installed a series of sediment trapsin
Mortandad Canyon between 1974 and 1986 to ensure
that sediments transported by major runoff events
were contained within the Laboratory boundaries.
PRS 00-001 comprises the area of the old and current
sediment traps in Mortandad Canyon. Thesiteis
approximately 900 feet long and a maximum of 200
feet wide along the Mortandad Canyon channel
downstream from the confluence of Mortandad
Canyon and Ten Site Canyon. The sediment traps
are located approximately 1.75 miles downstream
from the TA-50 Radioactive Liquid Waste Treatment
Facility outfall and approximately 1.4 miles upstream
from the Laboratory boundary. The sediment traps
are operational and receive contaminated sediments.
Mortandad Canyon is a surface pathway for
contaminanted sediments migrating across and
potentially off the Laboratory rather than a source of
contaminants. The Mortandad Canyon pathway
crosses American Indian and private land and may
eventually contribute sediments, surface water, and
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sl Coneen: The arcaupstream ol PRS00

001 burned during the Cerro Grande fire (afire
intensity rating of low to moderate). Thereisa
potential for erosion or scouring at the site because of
the sediment traps along the stream channel. Thereis
no debris on the site that could enter the flood
watercourse, nor are there any structures that could
interfere with or be impacted by flood mitigation
efforts.

Accelerated Action Status: The accelerated action
for PRS 00-001 is complete. Approximately 384
cubic yards of sediment were removed from sediment
trap #1 July 26-28, 2000. Approximately 1,308 cubic
yards of sediment were removed from soil piles near
sediment trap #1 July 31-August 8, 2000. And
approximately 504 cubic yards of sediments were
removed from sediment trap #3 August 8-11, 2000.
All excavated soils were taken to TA-54, Area G.

Related Documents: LA-UR-97-329, " Mortandad
Canyon Work Plan," September 1997.

"M ortandad Canyon Sediment Trap Maintenance,”
Draft Closeout Report, September 2000.



